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Accessories, piping elements

Grids, blinds

TWG – rain blind

C A

D B

• from galvanized steel sheet
• transition from TWG blind to pipe
• TWG blind is not part of the delivery
• other dimensions on request

Type
A B C Ø D

[mm] [mm] [mm] [mm]

TWG-PRO 160/125 160 160 500 125

TWG-PRO 160 160 160 500 160

TWG-PRO 200/160 200 200 500 160

TWG-PRO 200 200 200 500 200

TWG-PRO 250/200 250 250 500 200

TWG-PRO 250 250 250 500 250

TWG-PRO 315/200 315 315 500 200

TWG-PRO – transition to a circular pipe

• frame and slats from galvanized sheet
• natural zinc color
• the slats are solid
• a net against the entry of small birds
• custom floor frame
• holes E are not drilled as standard, they 

can be drilled additionally if necessary

Type
A

[mm]
B

[mm]
C

[mm]
D

[mm]
Ø E
[mm]

effective area
Aef [m2]

TWG 160 150 185 220 45 9 0.0084

TWG 200 190 225 260 45 9 0.0160

TWG 250 240 275 310 45 9 0.0278

TWG 315 305 340 375 45 9 0.0488

TWG 355 345 380 415 45 9 0.0650

TWG 400 390 425 460 45 9 0.0864

TWG 450 440 475 510 45 9 0.1116

TWG 500 490 525 560 45 9 0.1425

TWG 560 550 590 630 45 9 0.1822

TWG 630 620 655 690 45 9 0.2359

TWG 710 700 735 770 45 9 0.3032

TWG 800 790 825 860 45 9 0.3904

TWG 900 890 925 960 45 9 0.5018

TWG 1000 990 1,025 1,060 45 9 0.6270


